
Air Conditioner Assembly
Instructions.

Get familiar with the parts. 
 Our air conditioner units are constructed with a frame and frame covers. The  frame is made from 
MDF and covers from laserboard. Both material could be glued using carpenter glue.

Assembly the Frame.
Remove the frame pieces from the sheet using a Xacto
 knife or similar, 
Assemble the frame side “A and B” to the cross members,
 Keep attention to install frame side in the same direction.
Using a square check the squareness until the glue dry well.

A

B

C

D

Installing the covers.
Remove the covers from the sheet using a Xacto knife
 or similar.
Glue side “E & F” first using carpenter glue. 
Keep the top edge flushed with the frame and the
 ventilation grill toward the open on the frame. 
After the glue dried well proceed with the front and 
read grill keeping it aligned with the side covers. 
Proceed with top cover using the same method.

Access Hatch and hardware.
Access hatches could be glued any place you need one. 
There is not an specific place.  The only one that can’t be located
 in a different position, is the fan grill and compressor access hatch.
Aligned them using the hardware provided and glue it on place.
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Paint and Signage.
Paint the unit using acrylic paint. Over the grills use your brush with a very small amount of paint, otherwise 
the paint will clog the grill. 
Signage is in our resources section, you can fin three different brand to use with your units.

Congratulation! Your unit is ready to be located on the top of your building.

Any Question please contact us to riverleafmodels@gmail.com

Happy modeling!
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